City Council Staff Report

Date: June 19, 2013 CONSENT CALENDAR

Subject: APPROVAL OF PLANS AND SPECIFICATIONS AND AUTHORIZATION
TO BID FOR THE LANDSCAPING AND IRRIGATION REPAIR AT THE
FRANCES STEVENS PARK COURTYARD (CITY PROJECT NO. 13-01)
From: David H. Ready, City Manager

Initiated by: Public Works and Engineering Department

SUMMARY

Approval of this item will authorize staff to bid the landscaping and irrigation
improvements necessary to repair the area that suffered storm damage last year.

in accordance with 7.03.040 of the Procurement and Contracting Code the Council is
required to approve and adopt plans, specifications and working details, and authorize
the bid request for all public projects in excess of $100,000. This Project cost estimate
is $90,245

RECOMMENDATION:

1) Approve and adopt plans and specifications and authorize Staff to advertise and
solicit bids for the construction of the Frances Stevens Park Courtyard Landscaping
and Irrigation Repair, City Project 13-01.

STAFF ANALYSIS:

In 2012 a large windstorm toppled many trees in Palm Springs. Included were about 10
large trees in the courtyard area of Frances Stevens Park, just west of the Indian
Canyon Way parking lot. Many shrubs were also destroyed and when the trees came
down the roots tore up and destroyed many of the irrigation fines. Staff has received
approval from the Architectural Advisory Committee (AAC) and the Historic Site
Preservation Board (HSPB) for replacement of the landscaping design similar to what
previously existed. Staff has contracted with Ron Gregory & Associates (RGA) to
prepare plans, specifications and estimate for the work. Staff has included this estimate
cost in its claim submitted to Travelers Insurance Company.

On May 16 Council requested staff to consider a different species of tree in the court
yard. A meeting was held with Councilman Mills to discuss the historical tree species on
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Authorization to bid for the landscaping irrigation repair at the Frances Stevens Park Courtyard (City
Project No. 13-01)

site. The plan has been modified to use Evergreen Pear Trees in lieu of the Weeping
Figs.

The Engineer's Estimate for this project is $90,245. Approval of the recommended
action will allow staff to proceed with bidding of this project. Plans and specifications are
available for review in the office of the City Engineer.

FISCAL IMPACT:

Funding for the Project is anticipated to be available through the Risk Fund as approved
by the City Attorney in account number 540-5904-43098. This item does not approve
expenditure of any funds. At the time of award of construction contract, the staff report
to Council will verify the account with available insurance funds.

SUBMITTED:
Submitted by:

David J. Barakian
Director of Public Works/City Engineer

Approved by:
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FRANCES STEVENS PARK

538 N. PALM CANYON DRIVE
PALM SPRINGS, CA 92262
CITY OF PALM SPRINGS PROJECT NO. 13-01

LANDSCAPE ARCHITECTS INC.

73061 EL PASEO, SUITE "210"

PALM DESERT, CA
(760) 568-3624 FAX (760) 773-5615

E-MAIL; rga@rga-pd.com
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c/lo RICK MINJARES, PARKS MAINTENANCE SUPERVISOR

DEPARTMENT OF PUBLIC WORKS AND ENGINEERING

P.O. BOX 2743
PALM SPRINGS, CA 92263-2743
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IRRIGATION_SCHEDULE

SYMBOL MANUFACTURER/MODEL/DESCRIPTION PSI GPM RADIUS DETAIL REMARKS

@ @ @ Hunter MP1000 w/ MPR40-04-CV 40 0.19-0.75 14' G [
Turf Spray 4" popup with check valve, MP Rotator nozzle. LANDSCAPE ARCHITECTS, INC.
M=Maroon adj arc 90 to 210, L=Light Blue 210 to 270 7306' ElD-EZAé?RETO’CiUQEgOO
arc, O=0live 360 arc, on MPR40 4" pop-up body. ALM ’

v Pop-Up bocy (760) 568-3624 FAX
: (760) 773-5615
D Hunter MP Corner w/ MPR40-04-CV 40  0.19-0.45 14 G E-MAIL: rgasrga-pd.com

Turf Rotator, 4" pop-up with factory installed check valve,
MP Rotator nozzle. T=Turquoise adj arc 45-105, on
MPR40 4" pop-up body.

EXISTING LAUWN

EXISTING =
IRRIGATION - -

TO REMAIN

IRRIGATION TO @ A& N Hunter MP Strip w/ MPR40-04-CV 40  0.19-0.75 14" G
_____________________________________________ REMAIN LST RST SST Turf Rotator, 4" pop-up with factory installed check valve,
MP Rotator nozzle. LST=Ilvory Left Strip, SST=Brown Side
1 Strip, RST=Copper Right Strip, on MPR40 4" pop-up body.
| TIE NEW MAINLINE INTO o
A EXISTING IRRIGATION o] Rain Bird 1800-1400 Flood 30 5 0 | >‘
TMAINCINE 1402 Flood Bubbler on fixed riser m
" CONTRACTOR TO
COORDINATE LOCATION v ¥ & Rain Bird Xeri-Bug Emitters 30 1-2 GPH 0 J <
é&r_lil leLﬁIEE chDII:_HE>C<:$;I'rING: D5 1.0 2.0 Use XB-10PC-1032 Emitters on plants that are Low and Low/Moderate water use. n-
BRIOR TO DEMOLITION. Use XB-20PC-1032 Emitters on plants that are Moderate to High water use. z
ESISTING See planting legend for Plant Water use requirements. m <
BUIEDING " Rain Bird XCZ-LF-100-PRF K i 2 0O
Drip Control Kit, 1" Low Flow valve, 3/4" pressure regulating n_ -
) RBY filter and 30psi pressure regulator. 8
. . = = = ® Toro FCH-H-FIPT L Oz il 2
I_— = = 5 = o S = Automatic Flush Valve, plumbed to flush lines at the end if drip pipe runs. l_ g
\"'/ \ 3% =/ Y/ VY
“ Rain Bird PEB-PRS-D C l N
Electric Remote Control Valve with Pressure Regulator.
c* 9,
R /4 Irrigation Lateral Line: PVC SCH 40 (SEE PLAN FOR PIPE SIZING) O ——
1 |6 = T
0.
W T % ? — Irrigation Mainline: Pipe up to 1-1/2" to be PVC SCH 40, O E 0
M M Pipe 2" and larger to be PVC Class 315. — Z
I: & i — - B T T T T~ T T ”Pipe Sleeve: PVC Schedule 40 O <
- @ —— hnd Typical pipe sleeve for irrigation pipe. Pipe sleeve size shall be 2x m
Dia. of irrigation pipe to allow for irrigation piping and their related I I
TIE ALL NEW VALVES couplings to easily slide through sleeving material. Extend sleeves 1
T~ li ily slide th h sleevi ial d sl 8
INTO EXISTING inches beyond edges of paving or construction.
e e e IRRIGATION SYSTEM
L Je— - —o—0 00— @ - AND IRRIGATION
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CONTRACI'_I"CEDIZ TO Valve Callout i
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EXISTING SPECIFICATIONS
(J'\ Y o vt o . - IRRIGATION
= = — = TO REMAIN SHEET ] Book l
L] |
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CONNECT WIRES BY SOLDERAING TOGETHER +

APPLIED ENG(OR EQUAL)I2'X18" PLASTIC BOX
+ COVER W/ LOCK TOP MARKED IRRIGATION
CONTROL VALVE. COLOR TO MATCH SURROUNDING

BOX TO BE PLACED SOL. USE LAVENDER BOX FOR RECLAMED WATER
AT RGHT ANGLES APPLICATION.
TO HARDSCAPE EDGE

VALVE SEQUENCE TO BE PANTED ON

EACH BOX

PVC LINE PIPE MNSCH 80

COMMON WIRE
I CONTROL WIRE

NOTE:

INSTALL CONTROL VALVES MINMUM OF 3FT. APART
IN SHRUB AREAS UNLESS OTHERWISE NOTED.

APPLEED ENG. (OR EQUAL) ROUND PLASTIC ————
BOX + COVER. COLOR TO MATCH
SURROUNDING SOLL. (TAN N D.G. AND
GREEN IN LAWN) USE LAVENDER BOX
FOR RECLAMED WATER APPLICATION.

C AUTOMATIC VALVE

D BALL VALVE

NOTE: PROVIDE A 18° SETBACK ON CURB AND SIDEWALK
(WHERE APPLICABLE), PER CWD.

GENERAL INSTALLATION NOTES

1 SPRINKLER IRRIGATION PLAN IS DIAGRAMMATIC. FINAL LOCATION
OF PIPING WILL BE DETERMINED AT TIME OF INSTALLATION.
MAINLINE AND LATERALS SHALL BE PLACED IN SAME TRENCH WHEN
POSSIBLE. EQUIPMENT SHOWN IN PAVED AREAS I8 FOR DESIGN

12. 120 VOLT POWER FOR CONTROLLER(®) I8 TO BE PROVIDED BY OTHERS

CLARFICATION ONLY AND SHALL BE INSTALLED N PLANTED AREAS. AND
J TO GUARANTEE 100% SPRINKLER COVERAGE OR THE IRRIGATION
2 INSTALL ALL EQUIPMENT AS SHOWN IN DETAIL®. ALL EQUIPMENT CONTRACTOR SHALL ASSUME FULL.
REQUIRED BUT NOT SPECIFIED ON THE DRAWING SHALL BE PROVIDED
Ca "r T Py IM BY THE FRIGATION CONTRACTOR 14 FONALD GREGORY ASSOCIATEL ING. SHALL NOT S RESPONSELE POR
S ' Smm LT PR TPR S St S e
SPRAY HEAD (IIIIITIITY ; 4, BACKFLOW PROTECTION UNIT(S) SHALL BE INSTALLED IN ACCORDANCE
WITH LOCAL CODE® 15.  RONALD GREQORY ASSOCIATES, INC. IS NOT RESPONSIELE FOR
‘ Py —— T R AL e o e e o
V2 STREET ELLS | N " WORKMANSHIP DURING INSTALLATION.
M & AL PIPING SHALL HAVE A MINMUM OF 16" COVER (24° B e e TG an o
1/2° SCHED. 80 NPPLE o W W AP UNDER ROADS AND 24" IF AUBBER AING SEALED
(LENGTH AS RECURED) -y PPE). ALL LATERAL PPING SHALL BE TRENCHED A MNMUM OF SPECIAL NOTES
) STEETS SHALL BE SLEEVED N A PVC PPE. LATERAL PIPNG 1  $HAUB SPRAY HEAD® ON A RISER WILL ONLY BE PERMITTED NEXT TO
1/2 STREET ELL PVCSCHEDULE 8ORSER —- GOING UNDER DRIVEWAYS AND STHEETS SHALL BE SCHEDULE 40 PVC. A WALL, A FENCE OR OTHER AREA WHERE THEY ARE OUT OF CLEAR
PVC SCHEDULE 40 STREET 7. ALL VALVE CONTROL WIRE SHALL BE INSTALLED IN SAME TRENCH ﬁ&mmmmmwuampmom?wm
: AREAS PEDESTRIAN TRAFFIC. FINAL INSTALLATION IN LAWN
PVCTEE BLs T N T e L B LR, CoFPER, SHALL BE FLUSH AND IN SHRUB BEDS ONE INCH ABOVE GRADE.
o » (3 E C 3 soorarLecrE o 2~ CONTRACTOR SHALL PROMDE THREE BUBBLERS AT THE EDGE OF THE
= | —— 8  ALL THENCH BACKFILL SOL SHALL BE CLEAN, FREE OF ROCKS, ROOT BALL FOR EAGH FIELD GROWN OR 24" AND LARGER BOXED TREE
VG LATERAL LINE / #ommlmmcma Wﬁmm;mmmto A‘%q?a;?emm OR AND OTHER TREE AT THE DIRECTION OF THE LANDSCAPE ARCHITECT.
PVC SCHEDULE 40 TEE ORELL ANY SETTLED TRENCHE® BACK TO FINI®H GRADE. POP-UP SPRAY SPECIFICATIONS
CLASS 200 PVC LATERAL PIPING Q.  CONTRACTOR $HALL FLUBH ALL FIPE LINES PRIOR TO INSTALLING LAWN TwooR NCH POP-UP BODY IN STANDARD TURF
SPRINKLER HEADS. GROUNDCOVER THREE OR FOUR INCH POP-UP BODY FOR LOW GROWING
TYPES, FOUR OR SIX INCH POP-UP FOR TALLER
10. CONTRACTOR SHALL INSTALL VALVE BOXES AT GRADE OVER AlLL TYPES.
ELECTRIC VALVE® AND INSTALL ANTI-DRAIN VALVES AS NECESSARY
TO PREVENT LOW HEAD DRAINAGE EROGION OR DAMAGE. ANNUAL COLOR 81X OR TWELVE INCH POP-UP BODY
1. CONTRACTOR SHALL ADJUST ALL SPRINKLERS AND VALVES FOR PROPER SHAUBBERY €IX OR TWELVE INCH POP-UP BODY
OPERATION AND COVERAGE. SPRINKLERS ALONG STREET CUREING AND
DRVEWAYS SHALL BE SET BACK 18 INCHES PER CVWD. ALL SPRINKLERS
SHALL BE ADJUSTED 80 THAT NO WATER I8 THROWN ONTO STRUCTUFES
OR NATURAL FACED MASONRY WALLS, NO OVERTHROW I8 PERMITTED ON
G LAWN POP UP | TREE BUBBLER
APPLIED ENG(OR EQUAL)12’xI8" PLASTIC BOX Sleeving Trenching
+ COVER W/ LOCK TOP MARKED IRRIGATION SRR
CONTROL VALVE. COLOR TO MATCH SURROUNDING o 0 o Y-FILTER 3 KEYNOTES
f_LU. SOIL. USE LAVENDER BOX FOR RECLAIMED WATER VALVE SEQUENCE TO BE HEAT BRANDED ON - A o 9 . ® 1. HARDSCAPE (TYP)/FINISH GRADE
e YEF-EEELER APPLICATION. LID OF EACH BOX o | = 8 d 7 4 9 a o © 2. CLEAN BACKFILL - 90% COMPACTION
I FINISH GRADE Tk o a4 | d o | oo Rev @ 3. SAND (TYP)
. % 3" MIN; — o [« o . . o o 4 4. NON-PRESSURE LATERAL LINE SLEEVE (SIZE PER
/@> > L 6T ] USE CHRISTY'S TAGS OR EOQUAL — O = = . = = EE N - CHART)/NON PRESSURE LATERAL
> NN EQUIVALENT TO INDICATE VALVE - o g o o o a 6 5. PRESSURE MAINLINE SLEEVE (SIZE PER
= SEQUENCE ON VALVE . o 5 i 9 of CHART) /PRESSURE MAINLINE
¥ Ea=3 o 9 o o o o a 6. CONTROL WIRE SLEEVE ADJACENT TO MAINLINE
E y CONTROL ZONE KIT: 4 9 0 o o > SLEEVE. ALL SLEEVES TO BE SCH 40 PVC. EXTEND
EE st RAIN BIRD XCZ-100-B-COM o o o 5 SLEEVES 12" BEYOND EDGE OF HARDSCAPE ON

| @b
Qo
chgsaai#% GREGORRTBE

| PVC MAINLINE g
7 \__

=)L

(INCLUDES BALL VALVE, 100PESB VALVE,
OKCHK100 BASKET ALTER AND
PSI-M40X-100 PRESSURE REGULATOR)

PEA GRAVEL

——— MAIN LATERAL LINE
VARIES SEE PLANTING SPACING ON PLANTING LEGEND

— FLUSHING END CAP

L MAX WIDTH 12’

— PRESSURE REGULATOR

'3

SECTION
90% COMPACTION REQUIRED — SEE SPECS

ELEVATION

BOTH ENDS. RECLAIMED WATER SLEEVES TO BE
MINIMUM 42"—-48" DEEP ( OR PER WATER DISTRICT
STANDARDS WHERE APPLICABLE).

O TRENCHING/SLEEVING DETAIL

LEGEND EMITTER PIPE SIZING CHART
DRIP VALVE
1/2" PIPE 0 TO 180 GPH TREE, PALM TRUNK
XEFHBUG EMISSION DEVICE (SEE RRGATION APPLIED ENG. (OR EQUAL) ROUND PLASTIC ! pe 351 To 840 GPH IRRICATION HEAD TYP: 00T BALL
EQUPVENT LEGEND FOR MODEL #). NOTE: BOX + COVER COLOR TO MATCH 1" PIF] (SEE IRRIGATION \/\
INSTALL AT LOWEST PONT SURROUNDING SOIL 1-1/4" PIPE 841 TO 1440 GPH LEGEND FOR SPECS) FINISH GRADE
2 RAN BRD MODEL #PFR-2 POLY FLEX RSER AND/OR AT BND OF LATERAL USE LAVENDER BOX FOR RECLAMED
(LENGTH AS REQURED) EPING AS NESDED, WATER APPLICATION : e
_ S — 1. INSTALL ONE EMITTER PER PLANT (UNLESS OTHERWISE NOTED) AT UP % T
3 MLCHBRD. /! ' --'|ﬂ5|||ﬂ:|||,—...|' HILL SIDE OF EACH PLANT. | %
FINGH GRADE a FUIET A
4 _”l_m 7 N
FINSH GRADE ‘ _l—:‘.I_“— 2. DUE TO THE HIGH QUANTITIES OF EMITTERS, ALL EMITTERS ARE NOT (s SUEET) /////////1
5  PVCHITNG (8x 8 x1/2 FPT). - =[N SHOWN ON PLAN. IT SHALL BE THE IRRIGATION CONTRACTORS FOR BUBBLER OR il T
T BN LOR SoE R 1 Tk RESPONSIBILITY TO CONSULT WITH LANDSCAPE ARCHITECT TO OBTAIN XERI-BUBBLER DETALL | |
8 RAN BIRD MODEL #FRA-050 POLY FLEX Y THE ACTUAL NUMBER OF PLANTS FOR THE PROJECT. / \_
RISER ADAPTER Q_ROEFO"'BDVALVE =TTESTTE] PLACE IRRIGATION HEAD PLACE IRRIGATION HEAD
UG ” 3. IT SHALL BE THE IRRIGATION CONTRACTOR'S RESPONSIBILITY TO : ADIACENT TO ROOT BALL
7. PYGPPE ([CEFTH FER SPECOATIONS) FILL BOX WITH 1/2* PEA GRAVEL ACCURATELY PIPE SIZE ALL EMITTER PIPE SIZE CHART SHOWN ON PLANS.
J DRIP EMITTER END SELF FLUSHING VALVE M TYPICAL EMITTER LAYOUT DETAIL N TYPICAL TREE/PALM IRRIGATION DETAIL
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T PLANT SCHEDULE
| >~
| \\Q TREES BOTANICAL NAME COMMON NAME % WATER USE QTY REMARKS LANDQCAPE AHCH'TECTS |NC.
: B 73061 EL PASEO, SUTE 210
| \\ CERATONIA SILIQUA CAROB TREE 36"BOX .02 LOW 1 PALM DESERT, CA 92260
| \ RN (760) 568-3624 FAX
REPLACE EXISTING : \\ ‘[‘\—\rj‘—} EUCALYPTUS SIDEROXYLON RED IRONBARK EXISTING .05 MOD 1 PROTECT IN PLACE E MA(IIG?) 7.73-5612
_ -MAIL: rgaerga-pd.com
HEADER WITH NEW & | \ ~
CONCRETE HEADER. —+ “ PYRUS KAWAKAMII EVERGREEN PEAR 72"BOX .05 MOD 6
SEE DETAIL ON FN i
SHEET L-2.202. T 1 PALM TREES BOTANICAL NAME COMMON NAME SIZE WATER USE  QTY REMARKS
EXISTING HEADERj ANl ,/)‘\ //
Ie fE;P’I_AlN ___________ : \ / % CHAMAEROPS HUMILIS MEDITERRANEAN FAN PALM 24"BOX .05 MOD 3
/
| M/ EXISTING R
| / EUCALYF’TU5 TO Ng CHAMAEROPS HUMILIS MEDITERRANEAN FAN PALM EXISTING .05 MOD 1 PROTECT IN PLACE
| /' REMAIN 2’”\><\ >
I /
Sl | / ‘;*\7 WASHINGTONIA ROBUSTA MEXICAN FAN PALM EXISTING .05 MOD 4 PROTECT IN PLACE ¥
)” EXISTIN@ LALUN // SHF%BS BOTANICAL NAME COMMON NAME SIZE WATER USE QTY REMARKS m
\IQ REMAIN - - CL COCCULUS LAURIFOLIUS PLATTER LEAF 5 GAL MOD 0.5 7
—— —:—' - XCC XYLOSMA CONGESTUM "COMPACTA"® COMPACT XYLOSMA 5 GAL MOD 0.5 20 <
GROUND COVERS BOTANICAL NAME COMMON NAME % WATER USE QTY REMARKS m
CG CARISSA MACROCARPA "GREEN CARPET GREEN CARPET NATAL PLUM 5 GAL MOD 0.5 72
|: DG DG DECOMPOSED GRANITE/TRI-STATE MATERIALS MATCH EXISTING 3/8" MINUS W/ 11% FINES 873 SF PLACE IN ALL NEW SHRUB PLANTER AREAS. z m
SOD/SEED BOTANICAL NAME COMMON NAME CONT ﬁ QTY REMARKS <I 2 O
I ﬂ\ ’ v ’ v LAWN / SOD - HIGH 0.8 5,909 SF COMMON BERMUDA APR 1-SEP 31 OVERSEED l m CD
| v v WITH PERENNIAL RYE OCT 1-MARCH31 (FROM > 0
| SEED) 0 I I I z
| L]
v v v Z F E
RN Zl— 0o
PATHL IGHTS < UJ -
v o SICAL LIGHTING SCHEDULE | | | | <
N v N v N v N SYMBOL DESCRIPTION QTY DETAIL MATERIAL FINISH ELECTRICAL LAMP WATTS COLOR TEMP MOUNTING l { ’ ﬂ_
’ v ’ v ’ v ’ )Ei KIM LIGHTING LTV73-SP-18L3K-UV LIGHTVAULT DIRECTIONAL 12 BRONZE BRONZE 120V 18 LED 28W 3500K IN GROUND Z
‘”v‘”v‘”v" MARKER
e . e . e . e / m
v ’ v ’ Vv ’ Vv ¥ROOT BARRIER
LULLU REQUIRED AROUND
e e e e ¥ e e e e e e e e e e e e e e e e e e couRTYARD 6IDELUALK
wwwwwwwwwwwwwwwwwvwwwwwwwwwﬁEuijlewwwwwwwwwwww (ALL46|DE6)
EXISTING .
VTV LANDSCAPE E -
AR TO REMAIN E I.IO.I
e . e . Vv . Vv . { % 8
’ v ’ v ’ v ’ v | \ B w E
TR T—— CONCRETE MOW STRIP
LT AROUND TREES %\ k620
IR TYPICAL. SEE DETAIL I SPECIFICATIONS
Vv Vv Vv Vv ON 6HEET L‘b.@@, w
| sHEETO Book B
-7 JOB CAPTAIN: RG
| ——— CONCRETE MOW &TRIP
—————————— v — TTPICAL. SEE DETAIL 9 DRAWN: LT
T ON SHEET L-6.22. - CHECKED: —
Y 4
N ‘gi G < v v v
S N v v v v v OJ. o: msos
(. NEW PLANTER. < PROJ. N
EXISTING, LAUN REMOVE ANY EXISTING U DATE: 6/6/13
+TO REMAIN ASPHALT AND GRAVEL, INSTALL
LULTLT L S, FILL WITH CLEAN FILL, 7 SCALE: 1"=10'-0"
AND PATCH ASPHALT AROUND | T
NEW CURBS. > REVISIONS: y
EXISTING PARKING LOT % /'\: il —
1 (e Ko - SITE [\ -1 -
\Y. & -
P TEIR TOE A\ —I—
ST TN -
: - -- : IS L) e SITE PLAN N T
——————————— CoSoooeeoewns =
| L\ - > EXISTING -
EXISTING AR EXISTING PAL B AN i
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TO REMAIN
SHEET NO:
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SCALE: 1" = 10'-0" L_ 5 OO
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NOTE:
1 CITY OF PALM SPRINGS STANDARD
CURB DETAIL # 200 A-1

A - CURB DETAIL

| -
ST el
S

NOTE:
1. CITY OF PALM SPRINGS STANDARD
CURB AND GUTTER DETAL # 200 A-3

CINCH TIES OR EQUAL

|
SNUG AROUND TRUNK %590

CABLE CLAMPS

NO12 GALVANIZED WIRE

TURNBUCKLES TO EQUALIZE
AND MAINTANN TAUTNESS OF WIRE

WATER BASN

NO12 GALVANIZED WIRE

BACKFLL MIX: /

SEE SPECIFICATIONS.

UNDISTURBED NATIVE SO

NOTE:

1 ALL NATIVE TREES AND SHRUBS TO BE
BACKFALLED WITH NATIVE S8OIL  ONLY.

2. SUB-TROPICAL TREES SHALL BE
PLANTED WITH FERTILIZER TABLETS
(SEE SPECS)

Wi

T

PLANT PIT AS DEEP
AS ROOT BALL

NOTE: GUYING DETAIL ONLY APPLIES

TO STANDARD TRUNK TREES.

PLANT SLIGHTLY ABOVE
8OIL LEVEL

KEEP SOL MOIST, NOT WET 1~ PLANT AIT DEPTH OF ROOT BALL

..........

|
UNDISTURBED NATIVE SOIL ﬁ@/\
PLANT PIT 2 TIMES DIA. OF ROOT BALL

VARES
. 12° PAST VINE BOTH SIDES TYP.

ALL NATIVE PLANTS SHALL m
WALL ANCHOR AND SCREWS BE BACKFLLED WITH
WITH 18 GAUGE GAL WIRE NATIVE SOIL ONLY

TYP. SOILL MIX FOR SUB-TROPICALS
‘ 2/3 NATIVE SOL
1/3 KELLOGS NITROHUMUS

B - CURB AND GUTTER DETAIL

TREE GUYING DETAIL
36° BOX

SHRUB PLANTING -+ VINE ESPALIER DETAIL

PLANT 1ST ROW OF SHRUBS A MIN.

| 18’ s OF 18" FROM OUTSIDE OF HEADER

LAWN (SOD) KEEP LAWN
MOWED 1" BELOW TOP OF HEADER BOARD

6" BY 6° CONC. HEADER BOARD

| x
SOIL (NATIVE)

CONCRETE HEADER BOARD SECTION

NO SCALE

\ 6’ x 68 CONCRETE HEADER BOARD

I/_ 6’ x 6° CONCRETE HEADER BOARD

|
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TAMP + WATER-SETTLE
WHILE PLANTING

GRADE

SEE BOOK SPEC'S
UNDISTURBED NATIVE SOIL

PLANTING NOTES

1 PLANTING PLANS ARE DIAGRAMMATIC FOR CLARITY OF READING, PLANTING IS TO
BE ADWSTED N FIELD AS NECESSARY.

2 PLANT QUANTTTY LIST I8 PROVIDED FOR THE CONVENIENCE OF THE
CONTACTOR/CLIENT AND I8 NOT INTENDED FOR ACCURATE EIDDING PURPOSES.
CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING PLANTS AS INDICATED ON
THE PLANS.

3 MOUNDING AND ROUGH GRADE TO 110 FT. TO BE PROVIDED BY OTHERS. FINSH
GRADE TO BE PROVIDED BY LANDSCAPE CONTRACTOR.

4. WHERE MOUNDING OCCUR8 ADJACENT TO STREET OR WALKS, SWALES SHALL BE
FORMED ALONG THE STREET OR WALK TO CONTROL IRRIGATION RUN OFF.

& BEFORE ANY PLANTS ARE LOCATED, ALL PLANTED AREAS ARE TO BE GRADED N
AN ACCEPTABLE MANNER TO ASSURE POSITIVE DRAINAGE.

6. SEPARATE ALL ANNUAL AND SHAUB/GROUNCOVER AREAS FROM LAWN AREAS WITH
HEADERBOARD AS SPECIFED OR APPROVED BY LANDSCAPE ARCHITECT.

7. WHERE CIRCUMSTANCES PERMIT, DO NOT PLANT TREES CLOSER THAN § (FIVE
FEET) TO AN EDGE OF PAVING, HEADERBOARD OR ROOF LINE. ANY TREE PLANTED
WITHN 8 OF HARDSCAPE SURFACE (EDGE OF SIDEWALK, WALLS, CURBS, ETC.) MUST
HAVE LINEAR ROOT BARRIER INSTALLED AT TIME OF PLANTING PER MANUFACTURE'S
SPECIFICATIONS, EXCLUDING PROJECTS IN PALM DESERT PER DIRECTIVE OF CITY
PALM DESERT LANDSCAPE MANAGER. (SEE DETAL)

& DO NOT PLANT SHRUBS CLOSER THAN 3 (THREE FEET) TO AN EDGE OF PAVING OR
HEADERBOARD, OR 30" FROM LANDSCAPE LIGHT FXTURES.

9. REMOVE ESPALIEFED PLANTS FROM THEIR TRAINING FRAMEWORKS AND ATTACH TO
THE WALL AGAINST WHICH THEY ARE PLANTED. ATTACH PLANTS IN THE SAME
PATTERN THEY HAVE BEEN TRAINED.

10. IF REQUIRED, THE OWNER OR OWNER'S REPRESENTATIVE SHALL SUBMIT PLANS TO
THE APPROPRIATE PLANNING AND AGRICULTURE DEPARTMENTS PRIOR TO SUBMITTAL
FOR BULDING PERMITS.

11 BEFORE BACKFALLING THE ROOT BALL, WATER THE PLANT IN THE HOLE AND THEN
PROCEED WITH BACKFILLNG

LIGHTING NOTES

1. ALL WORK AND MATERIALS SHALL CONFOFM TO LOCAL CODES AND ARE
SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT OR OTHER
REPRESENTATIVE OF OWNER

2 ALL LIGHT FIXTURE LOCATIONS ARE SHOWN DIAGRAMMATICALLY ON THIS PLAN.
ACTUAL LOCATIONS SHALL BE DETERMINED IN THE FIELD AND APPROVED BY THE
LANDSCAPE ARCHITECT AFTER TREES HAVE BEEN PLANTED.

3. QUANTITIES LISTED ARE FOR THE CONVENIENCE OF THE CONTRACTOR ONLY AND
ARE NOT INTENDED FOR ACCURATE BIDDING USE. CONTRACTOR I8 RESPONSIBLE
FOR PROVIDING LIGHT A8 INDICATED ON THE PLANS.

4. ALL LIGHT FIXTURES SHALL BE LOCATED AT A MNIMUM OF & (FIVE FEET) FROM
POOL, 8PA, LAKE OR FOUNTAIN EDGE ALL LIGHTS WHICH ARE INSTALLED WITHN 10’
(TEN FEET) OF WATERS EDGE TO HAVE GFL.

& INSTALL CONVENIENCE OUTLETS AS LOW AS LOCAL CODES PERMIT.

6. INSTALL ELECTRICAL CONDUIT TO THE EDGE OF PLANTING ARES 80 A8 NOT TO
INTERFERE WITH PLANT HOLE EXCAVATION. CONDUITS IN THE WAY OF THREE
HOLES SHALL BE RELOCATED AT NO EXTRA CHARGE.

7. LIGHT FXTURES ARE TO BE LOCATED NO CLOSER THAN €' (SIX INCHES) FROM
THE EDGE OF PAVING AND LAWN AREAS.

8 INSTALL PHOTOELECTRIC SWMITCH WITH TIMER SHUT-OFF. MANUAL OVERRIDE
SWITCH TO BE LOCATED PRIOR TO INSTALLATION. COORDINATE LOCATION OF
SWITCHES WITH OWNER.

9. ALL LIGHT FXTURES TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS.

I H NN

NOTE:

SIDEWALK/PAVING

ROOT GUARDS SHALL NOT BE INSTALLED ON
PROJECTS IN PALM DESERT PER DIRECTIVE OF
CITY OF PALM DESERT LANDSCAPE MANAGER

10. MOUNT FIXTURES A8 LOW AS POSSIBLE; SCREEN (WHERE POSSELE) WITH
PLANTING.

1L ALL. CONDUIT TO BE 8CH 40 PVC WITH GALVANIZED 90 RISERS. USE BELL 8P.
GALVANZED STEEL UL LISTED EXTERIOR BELOW GRADE JUNCTION BOXES, OR AS
PER NEC SPECIFICATIONS.

12. ALL CIRCUITING, SWITCHING AND CONNECTIONS TO BE BY ELECTRICAL
CONTACTOR LIGHTING PLAN INDICATES FIXTURE LOCATIONS ONLY AND IS NOT
INTENDED TO BE AN ELECTRICAL PLAN.

NN

LINEAR ROOT BARRIER LB 18-2 BY
*DEEP ROOT" OR EQUAL. INSTALL
PER MANUFACTURERS SPEC'S.

DAVID J. BARAKIAN, RCE #C28931

CONCRETE MOW STRIP DETAIL

PALM TREE DETAIL

ROOT BARRIER DETAIL

CITY OF PALM SPRINGS CITY ENGINEER,
APPROVED BY:

CITY OF PALM SPRINGS STAMP/SIGNATURES:

PLANTING DETAILS

LANDSCAPE ARCHITECTS, INC.
73061 EL PASEO, SUITE 210
PALM DESERT, CA 92260
(760) 568-3624 FAX
(760) 773-5615
E-MAIL: rgaerga-pd.com

FRANCES STEVENS PARK
PALM SPRINGS, CA
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SPECIFICATIONS
SHEET [ BooK B

JOB CAPTAIN: RG

DRAWN: LT

CHECKED:

PROJ. NO: R1305

DATE: 6/6/13

SCALE: 1"=10"-0"
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