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Carissa macrocarpa 'Boxwood Beauty' 5 gal. 4
Boxwood Beauty Natal Plum

PEWTER GREY ROC

Dasylirion longissimum 5 gal 1
Toothless Desert Spoon

‘%’ Dasylirion wheeleri 5 gal 2

Grey Desert Spoon
POOL ARTIFICIAL TURF Leucophyllum frutescens 'Silver Cloud' 5 gal 11
Texas Ranger
CACTI BOTANICAL / COMMON NAME SIZE QTY
Echinocactus grusonii 12" 18
S Golden Barrel Cactus
| Q Stenocereus marginata 4" Multi 2
POOL EQUIPME DECOMPOSED GRANITE FIRE STRIP Mexican Fence Post
ery Pl Tomle s - N I . R | . ..
. Washingtonia hybrid Pithecellobium felxicaule Dasylirion wheeler Dasylirion Longissimum Levcophylium frutescens Silver Clovd'  Echinocactus grusoni
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Artificial Turf
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FOOL EQUIFMENT

| 5" - 3" Slerra Cobble
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PLANT SCHEDULE
TREES BOTANICAL / COMMON NAME SIZE QTY
Cercidium praecox 36"box 2
Palo Verde
PALM TREES BOTANICAL / COMMON NAME SIZE QTY
Chamaerops humilis 15 gal 3
) Mediterranean Fan Palm
Washingtonia Hybrid 12" Ht. 6
Hybrid Fan Palm
SHRUBS BOTANICAL / COMMON NAME SIZE QTY
% Agave weberi 15 gal. 2
Weber Agave
Q Carissa macrocarpa 'Boxwood Beauty' 5 gal. 3
Boxwood Beauty Natal Plum
Dasylirion longissimum 5 gal 2
Toothless Desert Spoon
% Dasylirion wheeleri 5 gal 3
Grey Desert Spoon
{Z:} Leucophyllum frutescens 'Silver Cloud' 5 gal 6
Texas Ranger
CACTI BOTANICAL / COMMON NAME SIZE QTY
Echinocactus grusonii 12" 19
Golden Barrel Cactus
Stenocereus marginata 4" Multi 1
Mexican Fence Post
S\\\\\I//////;
% ® S Yucca rostrata 'Blue Velvet' 3" Ht. 1
7NN Blue Velvet Beaked Yucca
Levcophyllum frutescens Silver Clovd' Echinocactus grusonl Dosylirion wheeler
Agave weberl Carissa macrocarpo Boxwood Beouty Yucca Rostrata
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@ PALM PLANTING DETAIL
N.T.S.

2°: WATERING BERM

FINISHED GRADE

- oo I =1
= [ -\ —JH=——PLANTING BACKFLL MX
. -}  PUDDLE AND SETTLE

by BACKFILL MX TO BE
100Z NATIVE SITE SOl

| ROOTEBALL
DEPTH
11k

2X ROOCTBALL

UNDISTURBED SUBGRADE

N.T.S.

@ SHRUB PLANTING DETAIL
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BOULDER PLACEMENT DETAIL
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N.T.S.

FINISH GRADE

EMITTER TRIANGULAR SPACING
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| O o PRESSURE
APPLY STAIN A MINIMUM OF L REGULATOR
: AUTOMATIC FLUSH
6" BELOW FINISH GRADE VALVE MAIN LATERAL LINE
VARES SEE PLANTING

ALL CAVITIES AND VOIDS MAX WITH 12°

ARE TO BE BURIED SPACING ON PLANTING LEGEND

!

FINISH GRADE * NATIVE SOL TO BE USED FOR BACKFILL
OF ALL SHRUBS AND DESERT ACCENTS.
TAMP SOLL IN PLACE.

BARE ROOT » NO FERTILIZER TO BE USED.

NATIVE SOIL BACKFILL = HOLE TO BE AS DEEP AND AS WIDE
AS ROOT MASS.

= NO BASINS.

= DRIP EMTTERS TO BE AT LEAST
12° AWAY FROM CENTER OF PLANT.

N.T.S.

@ BARE ROOT CACTI PLANTING DETAIL

TREE TRUNK
LODGEPOLE PINE STAKE
TREE TIE. NALED TO STAKE —

LODGEPOLE PINE STAKE C2>
2 TREE TIES MN. ONE AT TOP.
OTHER WHERE NECESSARY

ROOT DEFLECTOR CWITHIN 5°
OF HARDSCAPE/BUILDING FOUNDATIONSD

& FOR 24" BOX
OR LARGER

C ]

6" WATERING BERM
FINISH GRADE

T

P LT
%E{ I

TEL )

PLANTING BACKFILL. PUDDLE
AND SETTLE TO SET TREES
e FIN. GRADE

—3X SOX WIDTH—

SLOPE TO CORNER

F TREE PLANTING DETAL

NT.S.

NOTE:
BOULDERS IN CLUSTERS ARE TO
BE SET AT VARIED HEIGHTS D T'YPICAL EMITTER LAYOUT PLAN
N.T.S.
LEGEND
1. FINISH GRADE
2. 12°X18° RECTANGULAR VALVE BOX
LEGEND
3. 3/8° PEA GRAVEL A CRAD
© . FINISH GRADE
4. REMOTE CONTROL VALVE - 2. XER-BUG EMITTER TO BE NSTALLED
2" ABOVE FINISH GRADE
5. WRING RANBRD MODEL #XBT-10
6. PRESSURE REGULATOR RANBRD MODEL #XBT-20
3. PVC SCHEDULE 80 RISER
7. CLASS-200 PVC PIPE 4. PVC DRP LATERAL CLASS 200
8. MAINLINE 5 PVC SCHEDULE 40 STREET ELL
4. 2°X4°X12° REDWOOD FOR SUPPORT G PVC SCHEDULE 40 TEE AND ELL

10. Y-FILTER

DRIP VALVE ASSEMBLY

©

N.T.S.

NOTE:

ALL BUBBLERS SHALL BE LOCATED
ADJACENT TO BASE OF PLANT. AND
ON THE UPHILL SIDE OF PLANT

IF APPLICABLE.

NOTE:

INSTALL ALL WIRING PER LOCAL
CODE.

ROUND VALVE BOX WITH TAN BOLT
DOWN COVER

LEGEND
1. FINISH GRADE
2. HARDSCAPE SURFACE.

3. LATERAL LINE
4. MAINLINE OR SLEEVE

5. CONTROL WIRE

NOTE:

1. ALL PLASTIC PIPING TO BE SNAKED IN TRENCHES.

2. BUNDLE AND TAPE WIRING AT 10° INTERVALS.

3. TIE A LOOSE 20° LOOP IN WIRNG AT CHANGE
OF DIRECTION GREATER THAN 30O°. UNTIE ALL
LOOPS AFTER ALL CONNECTIONS HAVE BEEN MADE.

4. INSTALL ALL CONTROL WIRE ON THE UNDERSIDE
OF THE MAIN LINE PIPE.

5. PIPE DEPTH FOR 2 1/2° DIA. AND LARGER SHALL BE 24-.
PIPE DEPTH FOR 2" DIA. AND SMALLER SHALL BE 18"
PIPE DEPTH FOR NON-PRESSURE LATERAL LINES
SHALL BE 12-.

12" MIN.

1&" MIN.

TRENCHING DETAIL

I N.T.S.

LEGEND

1. BROOKS #1100 10"x10" TAN ROUND
VALVE BOX. HEAT BRAND "FV" ON
LID IN 2" HIGH CHARACTERS.

FINISH GRADE.

CHRISTY’S I.D. TAG. (SEE NOTES).
3/4” CRUSHED ROCK. 8" DEPTH.
AG PRODUCTS 3/4"—B BALL VALVE.
PVC SCH. 40 MALE ADAPTER

SALCO A/R FLEXIBLE PVC HOSE
MINIMUM 3 FOOT LENGTH

. SCH 40 — 90 DEGREE ELBOW.
9. RIGID PVC PIPE.

N o o > e N

X 1” IN LAWN AREAS.
2” IN SHRUB AREAS.

NOTE: USE TEFLON TAPE ON ALL MALE
PIPE THREADS.

N.T.S.

@ AUTOMATIC FLUSH VALVE

LEGEND il Jﬁ
FINISH GRADE /@ /®

12" x 18" RECTANGULAR VALVE BOX.

g LEGEND:
. FINISH GRADE
— . BUBBLER HEAD

. 12° PYC SCHEDULE 80 RISER
PVC SCHEDULE 40 STREET ELL
PVC SCHEDULE 40 TEE AND ELL
CLASS 200 PVC LATERAL

=

©@
SQ

G* AD.S. PERFORATED PIPE
42" LONG W/ ONE BUBBLER
3/8° PEA GRAVEL

DRAIN GRATE TO BE TAN N DG
GREEN COLOR IN LAWN

10. FELT FABRIC MESH SOCK

PVC PIPE (DEPTH PER SPECIFICATIOND.

¢
REMOTE CONTROL VALVE @

2 NewALNE

T

. WIRE CONNECTOR. %

. 3/8° PEA GRAVEL

Ui

. BRICKS FOR SUPPORT.

N

VALVE ASSEMBLY-TREES

8. PVC UNION FOR SERVICING ASSEMBLY.

00 NOTE: [P
ROUND VALVE BOX WITH GREEN BOLT— 6 (@]
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AERIAL VIEW

DEEP WATERING

—TREE TRUNK

&

N.T.S.

N.T.S.

@ DEEP-WATERING DETAIL

SENERAL PLANTING NOTES

. THE LANDSCAFPE CONTRACTOR SHALL BE LICENSED AND CARRY
ALL NECESSARY WORKMEN'S COMPENSATION INSURANCE AND BONDS

REQUIRED BY THE STATE.

2. THE CONTRACTOR SHALL AFPPLY FOR, PAY FOR, AND OBTAIN
ALL REQUIRED FPERMITS.

3. THE CONTRACTOR SHALL COORDINATE HIS WORK WITH ALL
RELATED TRADES.

4. WORKMANSHI|IP AND MATERIAL ARE EXPECTED TO BE OF THE
HIGHEST STANDARDS AND QUALITY.

5. ALL WORK IS SUBJECT TO THE REVIEW AND AFPPROVAL OF THE
ONNER'S AUTHORIZED REPRESENTATIVE.

6. PRIOR TO BEGINNING WORK, THE SITE SHALL BE FREE OF

ALL DEBRIS, WEEDS, OR ROCKS EREATER THAN 2" DIAMETER WITH
FINISH-EGRADING COMPLETED. LANDSCAPE CONTRACTOR SHALL BE
RESFPONSIBLE FOR THE REMOVAL OF ALL EXISTING PLANT MATERIAL
UNLESS OTHERWISE NOTED ON PLANS. LANDSCAFPE CONTRACTOR SHALL
VISIT SITE IN ORDER TO BECOME FAMILIAR WITH ALL EXISTING
CONDITIONS PRIOR TO SUBMITTING BID.

7. GRADE AT PLANTERS SHALL BE 2" BELOW FINISHED GRADE
OF ADJACENT HARDSCAPFPE UNLESS OTHERWISE NOTED ON GRADING
OR BERMING FPLAN.

&. TREAT PLANTED AREAS, DECOMPOSED GRANITE AND
SRAVEL AREAS WITH PRE-EMERGENT WEED AGENT PRIOR TO,
AND AFTER, PLACING LANDSCAFPE TOPFING AND AS PER
MANUFACTURER'S SFPECIFICATIONS.

9. THE CONTRACTOR SHALL PROVIDE ALL PLANTS AS INDICATED
ON THE PLANS, UNLESS OTHERWISE SFPECIFIED. ANY CHANGES OR
SUBSTITUTIONS MUST BE AFPPROVED BY THE LANDSCAPE ARCHITECT.
AT THE TIME OF DELIVERY THE CONTRACTOR SHALL PROVIDE THE
DELIVERY INVOICE TO THE LANDSCAFPE ARCHITECT FOR HIS
REVIEW.

1©. ALL PLANT MATERIAL SHALL BE FULL, HEALTHY, SHAFELY,
DISEASE-FREE, AND INSECT-FREE, BEINEG OF A SIZE THAT IS
STANDARD FOR THE NURSERY INDUSTRY, AND PER THE PLANT
LEGEND. ALL PLANTS ARE SUBJECT TO THE LANDSCAFE
ARCHITECT'S AFPPROVAL.

[l. BEFORE EXCAVATION, PLANTS IN CONTAINERS SHALL BE
PLACED AS INDICATED ON PLANTING FPLAN. ONWNER'S REFPRESENTATIVE
SHALL BE NOTIFIED 36HRS IN ADVANCE AND SHALL CHECK

LOCATION OF ALL PLANTS IN THE FIELD AND SHALL INDICATE THE EXACT

POSITIONS BEFORE ACTUAL FPLANTING OFPERATIONS PROCEED

2. ALL LARGE PLANTS SHALL BE HANDLED WITH CARE USING THE
NECESSARY PROFPER EQUIPMENT. THE CONTRACTOR WILL BE
REQUIRED TO REFLACE ALL DAMAGED FPLANTS.

3. CONTRACTOR SHALL ADD PLANT TABLETS TO ALL

PLANT MATERIAL PER MANUFACTURERS SPECIFICATIONS
FOR CONTAINER SIZE.

4. ALL PLANTS SHALL BE PLANTED IN HOLES AS PER PLANTING
DETAIL (SEE DETAIL THIS SHEET). TREE AND SHRUB ROOT CROWNS
SHALL BE SET FLUSH WITH THE ADJACENT FINISH GRADE.

ALL SHRUBS TO HAVE BELOW ERADE WATER RETENTION BASIN WITH
ERADUAL 2" SINALE.

5. ALL HOLES SHALL BE THOROUGHLY PRE-SOAKED WITH WATER
AND ALLOWED TO DRAIN PRIOR TO PLANTING.

6. ALL SHRUBS AND TREES SHALL BE BACKFILLED WITH 10O%
NATURAL SOIL.

7. CONTRACTOR SHALL PROVIDE WATERING BASINS AROUND ALL
PLANT MATERIAL.

|&. TREES (ONLY IF STAKING IS REQUIRED) 15-GALLON OR LARGER
ARE TO BE STAKED WITH 2" DIAMETER LODEGEPOLE PINE STAKES,
2 PER TREE. REFER TO PLANTING DETAILS FOR PLANTING,
STAKING, AND GUYINE.

4. THE CONTRACTOR SHALL REMOVE ALL DEBRIS, PLANT BOXES
AND CONTAINERS, MATERIALS, SUPFLIES OR EQUIPMENT, LEAVING
THE SITE IN A CLEAN CONDITION UPON COMPLETION OF LANDSCAPE
INSTALLATION.

GENERAL INSTALLATION NOTES

|. CONTRACTOR TO PROVIDE A DRIP EMITTER FOR EACH PLANT .

2. INSTALL ALL EQUIPMENT AS SHOWN IN DETAILS. ALL EQUIPMENT REQUIRED
BUT NOT SPECIFIED ON THE DRAWING SHALL BE PROVIDED BY THE IRRIGATION
CONTRACTOR.

3. ALL EQUIPMENT SHALL BE INSTALLED IN ACCORDANCE WITH MF&.'S
INSTRUCTIONS AND SPECIFICATIONS.

4. IRRIGATION CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER WORKMANSHIP
DURING INSTALLATION.

5. ALL TRENCH BACK FILL SOIL SHALL BE CLEAN, FREE OF ROCKS, TRASH,
GLASS, SOLVENT CEMENT CONTAINERS AND RAGS. CONTRACTOR SHALL
COMPACT ALL TRENCHES TO A DENSITY EQUAL TO THE UNDISTURBED SOIL
AND SHALL BE RESFPONSIBLE FOR BRINGING ANY SETTLED TRENCHES BACK TO
FINISH GRADE.

6. CONTRACTOR SHALL FLUSH ALL PIPE LINES PRIOR TO INSTALLING SPRINKLER
HEADS AND PRIOR TO INSTALLING NOZZLES.

7. CONTRACTOR SHALL INSTALL VALVE BOXES AT GRADE OVER ALL ELECTRIC VALVES
AND INSTALL ANTI-DRAIN VALVES AS NECESSARY TO PREVENT LOW HEAD DRAINAGE
EROSION OR DAMAGE.

&. CONTRACTOR SHALL ADWST ALL SPRINKLERS AND VALVES FOR PROPER OFPERATION
AND COVERAGE. SPRINKLERS ALONG STREET CURBING AND DRIVEWAYS
SHALL BE SET BACK 24 INCHES. ALL SPRINKLERS SHALL BE ADJISTED
SO THAT NO WATER IS THROWN ONTO STRUCTURES OR NATURAL FACED MASONRY
WALLS. NO OVERTHROW IS PERMITTED ON HARDSCAFE.

9. SHRUB DRIP EMITTERS AND TREE EMITTERS SHALL BE PLACED ON
SEPARATE VALVES.

1O. ALL EMITTERS TO BE PLACED 6"-12" FROM EACH CENTER OF PLANT AND
AT THE TOP OF SLOPE WHERE APPLICABLE.

S
ARCHITECTURE
EROUFP, Inc.

AL_URE DAL_M 5:R|N65 0 8 16 24 32 feet
~ALURE PALM SPRINGS, LLC 1|/8-=1u--ou m— |
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